
D6M Repairs 

 

Dec.3/23- 15,357 Hours 

-Troubleshoot transmission issues 

-Cut filter and found excessive metal 

-Remove winch and send to be re-sealed. 

-Remove panels, remove transmission, disassemble transmission and found failed 
bearing. 

-Separate tracks, remove torque convertor, final drives, brake and steering clutches, 
pumps, valves and filter housing.  

-Disassemble, flush and re-assemble torque convertor, pumps, valves, finals and clutches. 
Flush all lines and transmission tub. Replace magnetic screens. Replace any hoses in bad 
shape. 

-Install new Reman transmission 

-Install all parts removed for repair. 

-Fill transmission and hydraulics with 5W30 (193L), fill finals with 50W (20L), fill winch with 
TDTO30W (80L)  

-Test repair Check pressures and performance, everything in spec and working well. 

-Install winch 

-Test repair and found transmission now works as it should, shifting smooth and going into 
every gear. 

 

Jan.12/23- 15,372 Hours 

-Install new Webasto 

-Connect fuel and coolant lines 

-Connect exhaust and intake pipes 

-Test new Webasto and found it working well 

 



 

June.15/23- 15,639 Hours 

-Remove RH final drive, ring gear had broken, planetary gears damaged. Inspected spindle 
and found cracked. 

-Checked left side and found left side spindle also cracked 

-Customer decided to replace both final drive assemblies and spindles 

-Assemble both final drive groups and spindles on unit 

-Swap over segments and install with new bolts, torquing to Cat specs 

-Filled both finals with oil 

-Attach tracks, run and test unit to verify repair 

 

Oct.25/23- 15,934 Hours 

-Remove injection pump from unit 

-Rebuild governor  

-Assemble on unit, test and verify repair 

 

Feb.10/24- 16,547 Hours 

-Remove and replace batteries 

-Found alternator not charging, remove and replace alternator 

-Test and find alternator now working as it should 

 

Feb.17/24- 16,563 Hours 

-Tightened loose oil drain valve and replaced 2 turbo oil feed o-rings 

-Tightened coolant hose clamp 

-Remove both RH and LH blade angle cylinders, remove and replace rod end bearings, 
remove and replace grease lines and re-install 

-Run and test unit to verify repair 



 

June.5/25- 16,632 Hours 

-Remove and replace front crank seal, water pump and all belts 

-Remove and replace leaking hoses for torque, hydraulic cooler and blade angle cylinder 

-Remove and replace transmission speed sensors 

-Run and test unit to verify repairs 

 

Oct 16/25 – 16801 hours 

-Replace muffler and stack with new parts 

-replace cable and knob for cab heat control 

 

Oct 26/25 – 16849 hours 

-Remove blade, replace center pivot bearing on blade.  Install blade. 

 

Nov 15/25 – 16970 hours 

-replace cutting edges 

-troubleshoot Wabasto, needs bower fan, replace fan and test.  Wabasto works as should. 

 
 


